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Zehnder Ambra Curved (Model with curved tubes)

Zehnder Ambra straight (Model with straight tubes)

Model Overall

height

(mm)

Overall

length

(mm)

ABT-080-050

ABT-080-060

ABT-120-050

ABT-120-060

ABT-150-050

ABT-150-060

ABT-180-050

ABT-180-060

788

788

1228

1228

1468

1468

1868

1868

493

595

493

595

493

595

493

595

476

561

710

835

837

984

1053

1239

378

446

563

663

665

783

837

986 

Zehnder Ambra Curved (Model with curved tubes)

ΔΔT=50K ΔT=60K

Model Overall

length

(mm)

Overall

height

(mm)

Heat capacity (W)

AB-080-045

AB-080-050

AB-080-060

AB-120-045

AB-120-050

AB-120-060

AB-150-045

AB-150-050

AB-150-060

AB-180-045

AB-180-050

AB-180-060 

788

788

788

1228

1228

1228

1468

1468

1468

1868

1868

1868

450

500

600

450

500

600

450

500

600

450

500

600

320

356

430

473

522

621

580

639

761

734

809

958

400

445

536

594

656

780

727

800

954

924

1020

1210

ΔΔT=50K ΔT=60K

Zehnder Ambra Straight (Model with straight tubes)

The crisp and graceful lines of Zehnder Ambra designer radiator will

undoubtedly please all connoisseurs of modern aesthetics.

Zehnder Ambra is a reasonably priced, high quality designer radia-

tor. The horizontal tubes of this model may be straight as well as

curved. Ambra radiators are used for installation in closed heating

systems.

Heat capacity (W)

Material: Steel

Operating pressure: up to 11.5 bar

Connection: From below, G 1/2“ 

Coating: Standard colour (RAL 9016).
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Zehnder Ambra Chrome Curved (Model with curved tubes)

Zehnder Ambra Chrome straight (Model with straight tubes)

Material: Steel

Operating pressure: up to 11.5 bar

Connection: From below, G 1/2“ 

Coating: Chrome-plated 

Model Overall

height

(mm)

Overall

length

(mm)

ABTC-080-050

ABTC-120-050

ABTC-120-060

ABTC-150-050

ABTC-150-060

ABTC-180-050

ABTC-180-060

788

1228

1228

1468

1468

1868

1868

493

494

595

494

595

494

595

347

518

609

610

719

768

905

276

411

484

485

572

611

720

Zehnder Ambra Chrome Curved (Model with curved tubes)

ΔΔT=50K ΔT=60K

Model Overall

length

(mm)

Overall

height

(mm)

Heat capacity (W)

ABC-080-050

ABC-120-050

ABC-120-060

ABC-150-050

ABC-150-060

ABC-180-050

ABC-180-060 

788

1228

1228

1468

1468

1868

1868

500

500

600

500

600

500

600

260

381

453

466

556

591

699

325

479

569

583

697

745

883

ΔΔT=50K ΔT=60K

Zehnder Ambra Chrome Straight (Model with straight tubes)

Heat capacity (W)


