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zehnder janda
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zehnder janda zeh®

Using Zehnder Janda radiators, you can easily create the bathroom The strong and imperceptible joining of tubes is accomplished by la-
of your dreams — pleasing to the eye, functional and cozy. The ele- ser welding. The radiators are supplied ready for installation, com-
gantly curved horizontal tubes emit not only warmth but also light- plete with original brackets for concealed mounting.

ness. The lightness effect is inherent to all basic models, which may  Zehnder Janda radiators may be water-filled or electric.

be modified depending upon the required size or colour. Palpable

comfort level is achieved by virtue of design: towels or bath robes

can be easily placed on the horizontal tubes. Zehnder Janda radia-

tors are comprised of horizontal and D-profiled vertical tubes.
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Model 70 Model 120 Model 150 Model 180 side view
Material: Steel mounting for mixed water radiator top view
Operating pressure: up to 11.5 bar operating mode mounting
Connection: From below, G '/2“ e 3
Coating: enamel (colour selection ]
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Models for closed heating systems: Electric models (electric heater DBM)
Model Overall Overall Heat capacity (W) Model Overall Overall Immersion Electric rating
height length height length
(mm) (mm) AT=50K AT=60K (mm) (mm) W)
JAB-070-050 716 495 351 442 JAE-070-050-DD 843 495 300
JAB-120-050 1148 495 548 689 JAE-120-050-DD 1275 495 600
JAB-150-050 1441 495 685 862 JAE-150-050-DD 1563 495 750
JAB-180-050 1760 495 853 1073 JAE-180-050-DD 1887 495 900
JAB-070-060 716 595 420 528 JAE-180-060-DD 1887 595 1200
JAB-120-060 1148 595 653 821
JAB-150-060 1441 595 802 1009
JAB-180-060 1760 595 1013 1274
JAB-180-075 1760 746 1252 1575
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Model 70

Material: Steel
Operating pressure: up to 11.5 bar
Connection: From below, G /2
Coating: Chrome plated (not all sizes)
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Zehnder Janda Chrome models for closed heating systems:
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side view

top view

Zehnder Janda Chrom electric models (electric heater DBM)

Model Overall Overall Heat capacity (W) Model Overall Overall Immersion Electric rating
height length height length
(mm) (mm) AT=50K AT=60K (mm) (mm) (W)
JABC-070-050 716 495 251 314 JAEC-070-050-DD 843 495 200
JABC-120-050 1148 495 396 496 JAEC-120-050-DD 1275 495 300
JABC-150-050 1441 495 495 621 JAEC-150-050-DD 1563 495 500
JABC-180-050 1760 495 603 756 JAEC-180-060-DD 1887 595 750
JABC-070-060 716 595 294 369
JABC-120-060 1148 595 468 587
JABC-150-060 1441 595 585 733
JABC-180-060 1760 595 720 904
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