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2zehnder nova horizontal

The elegant Zehnder Nova radiators will match any interior beautifully.
Zehnder Nova is a radiator composed of flat tubes that form a solid,
steel heating surface. This model's range contains both horizontal
and vertical radiators. In horizontal models, the flat, oval water tubes
are aligned horizontally and in vertical models — vertically. Single-row
and double-row; with convective fins for higher heat transfer rates
and without fins. Over 700 colours to complement the style of living
areas. Corner models can be produced with one or more angles.
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The horizontal models may be curved. Completto assembly (bottom
connection with built-in thermal valve with thermostat) and Durch-
bruch assembly (the front panel contains a socket for the temperature
controller) are also available. By virtue of low water content, the radia-
tor heats up rapidly. Designed for independent heating systems.
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Technical parameters
Installation length from 400 to 6000 mm
Installation height from 70 to 1703 mm
Installation depth from 45 to 128 mm
Operating pressure
Standard 4.6 bar (6 bar test)
High pressure (Special order) 10 bar (13 bar test)
Operating temperature max. 120°C
Model Overall Overall Heat capacity (W) Model Overall Overall Heat capacity (W)
height depth per m height depth perm
(mm) (mm) AT=50K AT=60K (mm) (mm) AT=50K AT=60K
NH 7 70 45 98 122 NH 21 210 45 235 292
NHL 7/7 70 45 182 225 NHL 21/21 210 45 444 553
NLHLS 7/7 70 80 271 335 NLHLS 21/21 210 80 634 789
NLHL 7/7 70 108 290 357 NLHL 21/21 210 108 712 883
NHH 7 70 53 179 223 NHH 21 210 53 415 516
NHLH 7/7 70 53 267 330 NHLH 21/21 210 53 629 783
NHLLH 7/7 70 92 359 443 NHLLH 21/21 210 92 847 1056
NHLLHL 7/7 70 128 416 510 NHLLHL 21/21 210 128 1015 1263
NH 14 140 45 169 211 NH 28 280 45 302 375
NHL 14/14 140 45 319 397 NHL 28/28 280 45 551 687
NLHLS 14/14 140 80 457 567 NLHLS 28/28 280 80 797 995
NLHL 14/14 140 108 507 628 NLHL 28/28 280 108 899 1119
NHH 14 140 53 303 377 NHH 28 280 53 522 650
NHLH 14/14 140 53 461 572 NHLH 28/28 280 53 790 987
NHLLH 14/14 140 92 623 774 NHLLH 28/28 280 92 1057 1322
NHLLHL 14/14 140 128 759 941 NHLLHL 28/28 280 128 1259 1572
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Model Overall Overall Heat capacity (W) Model Overall Overall Heat capacity (W)
height depth per m height depth per m
(mm) (mm) AT=50K AT=60K (mm) (mm) AT=50K AT=60K
NH 35 350 45 372 463 NH 70 700 45 726 905
NHL 35/21 350 60 621 773 NHL 70/28 700 60 1007 1253
NHL 35/35 350 60 703 875 NHL 70/56 700 60 1133 1420
NHH 35 350 53 626 782 NHH 70 700 53 1146 1436
NHLH 35/21 350 53 861 1071 NHLH 70/28 700 53 1458 1824
NHLH 35/35 350 53 943 1180 NHLH 70/56 700 53 1561 1967
NHLLH 35/21 350 92 1088 1356 NHLLH 70/28 700 92 1684 2110
NHLLH 35/35 350 92 1251 1568 NHLLH 70/56 700 92 1928 2433
NHLLHL 35/21 350 128 1267 1577 NHLLHL 70/28 700 128 1881 2345
NHLLHL 35/35 350 128 1488 1865 NHLLHL 70/56 700 128 2250 2835
NH 42 420 45 441 549 NH 77 770 45 796 994
NHL 42/21 420 60 679 867 NHL 77/28 770 60 1077 1343
NHL 42/42 420 60 810 1010 NHL 77/56 770 60 1203 1510
NHH 42 420 53 729 910 NHH 77 770 92 1262 1576
NHLH 42/21 420 53 973 1213 NHLLH 77/28 770 92 1765 2220
NHLH 42/42 420 53 1087 1365 NHLLH 77/56 770 92 2027 2558
NHLLH 42/21 420 92 1197 1495 NHLLHL 77/28 770 128 1923 2414
NHLLH 42/42 420 92 1427 1795 NHLLHL 77/56 770 128 2321 2929
NHLLHL 42/21 420 128 1390 1730 NH 84 840 45 867 1083
NHLLHL 42/42 420 128 1707 2143 NHL 84/28 840 60 1149 1432
NH 49 490 45 510 636 NHL 84/56 840 60 1273 1598
NHL 49/28 490 60 817 1018 NHH 84 840 92 1370 1718
NHL 49/49 490 60 911 1140 NHLLH 84/28 840 92 1868 2349
NHH 49 490 53 832 1041 NHLLH 84/56 840 92 2129 2687
NHLH 49/28 490 53 1109 1385 NHLLHL 84/28 840 128 1979 2485
NHLH 49/49 490 53 1225 1541 NHLLHL 84/56 840 128 2396 3024
NHLLH 49/28 490 92 1399 1750 NH 91 910 45 938 1171
NHLLH 49/49 490 92 1590 2000 NHH 91 910 92 1492 1863
NHLLHL 49/28 490 128 1642 2054 NH 98 980 45 1006 1259
NHLLHL 49/49 490 128 1937 2440 NHH 98 980 92 1609 2013
NH 56 560 45 580 723 NH 105 1050 45 1076 1346
NHL 56/28 560 60 883 1101 NHH 105 1050 92 1730 2164
NHL 56/56 560 60 1011 1267 NH 112 1120 45 1145 1432
NHH 56 560 53 936 1171 NHH 112 1120 92 1850 2314
NHLH 56/28 560 53 1246 1559 NH 119 1190 45 1214 1519
NHLH 56/56 560 53 1351 1702 NHH 119 1190 92 1970 2465
NHLLH 56/28 560 92 1499 1879 NH 126 1260 45 1281 1603
NHLLH 56/56 560 92 1724 2176 NHH 126 1260 92 2088 2612
NHLLHL 56/28 560 128 1736 2176 NH 133 1330 45 1348 1686
NHLLHL 56/56 560 128 2090 2638 NH 140 1400 45 1414 1769
NH 63 630 45 653 814 NH 147 1470 45 1479 1850
NHL 63/28 630 60 946 1177 NH 154 1540 45 1544 1932
NLH 63/56 630 60 1074 1346 NH 161 1610 45 1608 2012
NHH 63 630 53 1040 1303 NH 168 1680 45 1670 2089
NHLH 63/28 630 53 1354 1694
NHLH 63/56 630 53 1458 1837
NHLLH 63/28 630 92 1697 2001
NHLLH 63/56 630 92 1829 2308
NHLLHL 63/28 630 128 1821 2274
NHLLHL 63/56 630 128 2170 2739
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Technical parameters Operating pressure
Installation length from 70 to 1703 mm Standard 4.5 bar (6 bar test)
Installation height from 600 to 4600 mm High pressure (Special order) 10 bar (13 bar test)
Installation depth from 45 to 58 mm Operating temperature max. 120°C
Model Overall Overall Heat capacity (W) Model Overall Overall Heat capacity (W)
height depth per m height depth perm
(mm) (mm) AT=50K AT=60K (mm) (mm) AT=50K AT=60K
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